
















BA10300 x20
ø7x40 mm

BA10680
4 mm

 

BA10390 x4
ø8x30 mm

BA10675 x8
ø15x12,5 mm
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V240252 BA10300

BA10680

x2

V240252

BA10390

A

AG

BA10675

P250013



BA10696 x 8
M6x10,5x20mm

BA10678 x1
6 mm

BA10390 x 12
ø8x30 mm

BA10673 x8
ø7x34 mm
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BA10673

BA10696

x2

A

AG

BA10390

V240251

x2



 

BA10645 x8
M10x7 mm

BA10675 x 8
ø15x12,5 mm

BA10678 x1
6 mm
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x2

V240251

V240250

V240250

A

BA10645

BA10675

x4



 

BA10645 x 8
M10x7 mm
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BA10645

V240252

A

x4



 

 

BA10045 x 30
ø3,5x35 mm

BA10180 x8
ø4,0x40 mm

BA103459x 24
ø9x15x6 mm

BA103463x16
ø16x18 mm

BA103459

BA103463

BA10180

BA103463

BA10045

BA10045

108820

P259016
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6
A

P259016 x1
70x70x21 mm

1.

1.
2.

3.
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BA10675 x 8
ø15x12,5 mm

BA10645 x8
M10x7 mm

BA10678 x1
6 mm
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AG

BA10645

BA10675

V240251

V240250

x2

x4



BA10645 x 8
M10x7 mm
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8
AG

BA10645

V240252

x4
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9
AG

BA10045

P259016

108820

BA10045 x 30
ø3,5x35 mm

BA10180 x8
ø4,0x40 mm

BA103459x 24
ø9x15x6 mm

BA103463x16
ø16x18 mm
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P259016 x 1
70x70x21 mm

 

BA10180

BA103463

BA10045

1.

1.
2.

3.

3.

max
125kg

max
125kg

A

AG


